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Dual LANDisplayPort HDMI

CPU
Memory

Storage
Wireless
Video Output

Audio

Intel®Raptor Lake-U Core™ i3-1315U SoC 
2 x SO-DIMMs, DDR4 3200MHz
Up to 64GB Max.
1 x M.2 2280 PCIe/ NVMe Gen 4x4 SSD
1 x M.2 2230 WLAN 802.11ax
2 x HDMI (HDMI 1: w/ CEC func�on;
Power on/off only)
1 x DisplayPort
1 x Combo Jack

I/O

Dimension
OS Support
Power Supply
Others
Environment

1 x USB4 Gen 2x2 Type-C (Alt. DP)
3 x USB 3.2 Gen 2x1
2 x 2.5 Gbps LAN (LAN 2: vPRO Op�onal)
1 x DC-In
1 x Kensington Lock
148 x 120 x 38.35 mm
Windows 11/ Linux
19V/ 90W
Support vPRO (Op�onal)
Opera�ng Temp 0-40° C
Storage Temp -20º C ~ 60º C
Storage Humidity 5% ~ 90%

-13th Gen Intel® Core™ Processor TDP 15W 
-Enabling support for four display outputs in digital signage
-Ultra-realis�c 4K visuals experience
-Up to 802.11ax wireless connec�on
-Dual 2.5 Gbps LAN connec�ons for both internet and extranet
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